
 

 

 

    

 

 

 

MI-11/12 WIRELESS VIRTUAL
INTERACTIVE  WHITEBOARD

    

    

• Small and Light Weight
• Easy, simple and low cost installation
• Wireless operation, no messy cables
• 940 nm IR with minimal interference
• Works on any display surface
• Over 8 hours of battery life
• Powerful and User's Friendly software

M-POI NTE R
   BATTE R Y

   OPE R ATE D
     WI R E LE SS

           I WB

P roduc t S pecific ation 
 Operating S ys tem   W indows  XP , V is ta, W indows  7 
 P C  R equirement   B etter than P entium 4, 1.0G , 512M R AM and 2G  HD s pace 
 S can R ates    67 frames /s econd 

 R es olution (pixels )   300,000 Native, 1.2 m expanded 

 C alibration Method   4/16/25 points  s electable 

 Throw R atio s upported   F rom 0.4 –1.4 (MI-11),  over 1.0 (MI-12) 

 Interface   US B  2.0 

 Accurac y   L es s  than 1.5 pixels  

 W ireles s  Dis tance   8 m in open s pace 

 B attery Operating T ime   More than 8 hours  on full charge 

 IR  P en   940 nm , 2 x  AAA batteries  

 S oftware F unctions   Annotation (P en,E ras er,G raphics ),  P icture-in-P icture, V ideo  

   R ecording and P layback, On-S creen K eyboard, Opens  ,P lays  
   and Annotate P OW E R P OINT and W P S  files . 
 Dimens ions     Main Unit:   130x60x30mm                         IR  P en:   Dia.16x160mm long
 W eight   Main Unit:   98g                          IR  P en:   40g

les s  than 2.5W
  

 P ower C ons umption   

The MEGAPOWER M-Pointer uses state-of-the-art image processing technology to

capture and trace the movement of IR light on the pen. All PC mouse function are

fully supported. It expands existing projector installation to Interactive capability.

Lectures can be delivered interactively and notes recorded and stored in computer.

For bussiness presentations, the portability of this M-Pointer makes it easy to deliver

interactive presentations on the go, creating more attention from audience.
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• Small and Light Weight
• Easy, simple and low cost installation
• Wireless operation, no messy cables
• 940 nm IR with minimal interference
• Works on any display surface
• Over 8 hours of battery life
• Powerful and User's Friendly software

M-POI NTE R
   BATTE R Y

   OPE R ATE D
     WI R E LE SS

           I WB

P roduc t S pecific ation 
 Operating S ys tem   W indows  XP , V is ta, W indows  7 
 P C  R equirement   B etter than P entium 4, 1.0G , 512M R AM and 2G  HD s pace 
 S can R ates    67 frames /s econd 

 R es olution (pixels )   300,000 Native, 1.2 m expanded 

 C alibration Method   4/16/25 points  s electable 

 Throw R atio s upported   F rom 0.3 - 1.2 (MI-11), over 1.1 (MI-12)       

 Interface   US B  2.0 

 Accurac y   L es s  than 1.5 pixels  

 W ireles s  Dis tance   8 m in open s pace 

 B attery Operating T ime   More than 8 hours  on full charge 

 IR  P en   940 nm , 2 x  AAA batteries  

 S oftware F unctions   A nnotation(P en,E ras er,G raphis ), P ic ture-in-P ic ture, V ideo     

  R ec ording and P laybac k,On-S c reen K eyboard,Open,P lays

  and Annotate P OW E R P OINT and W P S  files . 
 Dimens ions    Main Unit:  130x60x30mm        IR  P en:   Dia.16x160mm long
 W eight   Main Unit:   98g                          IR  P en:   40g

les s  than 2.5W
  

 P ower C ons umption   

Trademarks as mentioned are properties of corresponding owners

MI-11/12 Wireles s  V irtual Interac tive Whiteboard

Suite 903, Park Tower, 15 Austin Road, Tsimshatsui, Kowloon, Hong Kong

Phone: 852-6216 0140     Fax: 852-8147 1900     Email: sales@mega-power.com

INDUSTRIAL LTD.


